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With the increasing power density of modern GPUs, thermal management
in AI datacenters has attracted great attention. Unfortunately, there are very
few datasets on the GPU thermal profiles. In this paper, we develop HotGPU,
a thermal profile dataset for AI datacenters in the new immersion cooling
systems, where servers are immersed in dielectric coolant. HotGPU reports
the end-to-end thermal process from the heat generation of AI workloads to
the heat dissipation of immersion cooling systems. HotGPU is generated by
high-fidelity Computational Fluid Dynamics (CFD) simulations validated by
real-world experiments. HotGPU covers major AI workloads, diverse GPU
types, and coolant types; and has rich features on the GPU temperature
distribution, evolution, the dynamics in the coolant heat absorption process,
and multi-GPU interactions. We study the use cases of the HotGPU datasets
in the thermal-aware scheduling and capacity planning of AI datacenters.

CCS Concepts: • Social and professional topics → Sustainability; •
Information systems → Data centers; • Hardware → Temperature
simulation and estimation; • Computing methodologies→ Artificial
intelligence.

Additional Key Words and Phrases: GPU thermal profile dataset, immersion
cooling, AI datacenters, computational fluid dynamics

1 Introduction
AI datacenters consume huge amounts of energy [5, 12, 33, 38],
and cooling has become a key component of their operational
cost [19]. The power density of modern GPUs is increasing rapidly
and hotspots frequently occur even when AI datacenters are now
supported by advanced cooling systems [7, 15, 45]. Thus, thermal
management has attracted increasing attention [34, 36, 44]. Unfor-
tunately, there are very few datasets on the GPU thermal profiles,
in particular with the new immersion cooling systems [26, 35] for
high-end AI datacenters, where servers are immersed in dielectric
coolant (Fig. 1). In this paper, we develop HotGPU, a thermal pro-
file dataset for AI datacenters in immersion cooling systems1. As
compared to existing datasets, HotGPU is new with: (1) data related
to immersion cooling systems, e.g., coolant type, bubble fractions,
etc., (2) data reflecting the end-to-end thermal process, e.g., from
heat generation of GPUs driven by AI workloads to heat dissipa-
tion of immersion cooling systems, and (3) data in high spatial and
temporal resolution with a granularity of 0.43mm-15mm and 0.01
seconds.
HotGPU is generated by high-fidelity Computational Fluid Dy-

namics (CFD) simulations at a computational cost of over 478,000
CPU core-hours, validated by real-world experiment traces. In CFD
1HotGPU is publicly available at https://github.com/Jacob-ZHANG-2025/HotGPU
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simulations, the space is constructed into a grid. In each cell of
the grid, the simulation follows the physics of the thermal process,
e.g., the mass conservation equation, the momentum conservation
equation, the energy conservation equation, etc. The thermal pro-
cess consists of multiple stages: from heat source simulation to heat
dissipation simulation. The heat is generated by GPU executing AI
workloads, and the heat is dissipated by the coolant, which can be
further divided into the natural convection stage, where the heat is
dissipated primarily by convection, and the nucleate boiling stage,
where the heat is dissipated primarily by a phase change of the
coolant from liquid to vapor to absorb heat (this stage is also called
the bubble stage). Different stages are triggered by the power density
of GPUs. Our CFD simulates the corresponding physics of different
stages. In our dataset, we simulate the main heat sources of a GPU,
e.g., the die board and printed circuit board (PCB); and for the minor
sources that may vary across GPUs, e.g., memory, we develop a
thermal bias correction scheme.
To validate HotGPU, we develop a set of real-world measured

data. Our measurement platform consists of a single GPU immersed
in an immersion cooling tank filled with selected coolants. We mea-
sured the main AI workloads, diverse GPU types, and coolant types,
covering the heat generation and heat dissipation processes with
the natural convection stage and nucleate boiling stage.

We evaluate (1) the accuracy of the temperature and (2) the consis-
tency of the temperature turning-points, i.e., the increase-decrease
turning points of the temperature. The turning point is triggered
by the dynamics of heat generation (driven by the dynamics of AI
workloads) or heat dissipation (driven by the vapor concentration
of the coolant in the boiling stage). Our results show an RMSE of
1.47◦C and 1.64◦C for the average and peak temperature. For turning
point consistency, HotGPU achieves 90.06%.
HotGPU provides rich features of the GPU thermal profiles to

describe average and hotspot temperature evolutions, bubble dy-
namics, and multi-GPU thermal interactions. These features can be
further transformed into task-oriented metrics for datacenter ther-
mal management applications, e.g., thermal-aware scheduling, cool-
ing capacity planning, etc. For thermal-aware scheduling, thermal
cost matrices can be derived from average- and hotspot-temperature
evolutions, and such metrics help schedulers avoid workload place-
ments that increase temperature or create hotspots. For capacity
planning, metrics such as safe deployment-density estimation, and
thermal-headroom indicators can be derived from bubble-fraction
dynamics andmulti-GPU thermal interaction factors, since these fea-
tures reveal boiling onset, vapor accumulation, and spatial thermal
coupling among neighboring GPUs.



Fig. 1. AI Datacenters with Immersion Cooling Fig. 2. Overview of the CFD simulation for the HotGPU dataset

Existing datasets: The computer science community has devel-
oped datasets on AI workloads and GPU power traces. For example,
Philly [24] and Helios [22] report on the workload characteristics
across various AI models and hardware platforms, allowing analy-
sis of AI workloads. AcmTrace [23] and GenAI Power [46] report
GPU power and thermal measurements under different workloads
and operating conditions. The mechanical and thermal engineering
community has developed datasets on immersion cooling technolo-
gies. There are real-world datasets and CFD simulation datasets. For
real-world datasets, MOSFETs reports on the thermal temperatures
of immersion-cooling systems [39] and Krishnadasan et. al. [28]
reports on the bubble stage behaviors of immersion cooling systems.
For CFD simulation datasets, BubbleML [20] reports CFD-based
simulation of the bubble stage behaviors.
Limitation of existing datasets: Existing datasets are divided

into separated stages of the thermal process. AI workloads and
GPU power datasets lack cooling systems in general and immersion
cooling in particular. Thus, there will be errors when constructing
the thermal profiles of GPUs directly using these data. Immersion
cooling datasets do not have GPU specifics. For example, the heat
sources of MOSFET are two stable power settings (50W and 100W),
the chips of [28] are 33-ohm power resistor chips, and BubbleML
[20] only employs a 2D smooth planar surface. These limitations are
partially because developing a GPU thermal profile dataset requires
knowledge from interdisciplinary fields. HotGPU fills this gap.
We comment that a direct concatenation of the datasets of GPU

powers and the datasets of cooling systems is not viable. There are
fundamental inconsistencies: (1) temporal granularity mismatch: the
datasets are often collected at different sampling granularity due to
different emphasis; (2) an absence of thermal throttling effects: the
GPU power datasets assume an ideal cooling environment and there
is a lack of the thermal throttle events in realistic cooling systems;
and (3) mismatch across GPU types: the thermal characteristics of
GPUs have differences, and it is not easy to synchronize GPU types
to immersion cooling datasets.

2 The Thermal Process of AI Datacenters
Heat Generation: The heat generation process in AI datacenters
fundamentally originates from the execution of AI workloads (train-
ing and inference tasks) [18], where the computation is translated
into GPU power consumption and eventually dissipated as heat. To
characterize the diverse computational behaviors of AI workloads,
high-level model operations can be decomposed into sequences of

GPU kernels [11, 31], e.g., matrix multiplication (GEMM), atten-
tion functions, activation functions (e.g., ReLU or GELU), Softmax,
etc. For example, training or serving large language models (LLMs)
such as Llama involves repeated execution of GEMM and attention
kernels [14, 21]. As such, the heat generation of AI models can be
captured by their kernels together with GPU types.
Heat Dissipation: The heat dissipation of GPUs in immersion

cooling systems is governed by heat transfer mechanisms, including
natural convection [10] and nucleate boiling [17, 41]. When GPUs
generate heat during workload execution, thermal energy is trans-
ferred from the GPU surface to the surrounding dielectric coolant.
When heat generation is low (e.g., 100W), heat is mainly removed
through natural convection. When heat generation increases, the
coolant near the heated surface reaches its saturation temperature,
triggering nucleate boiling. Bubbles begin to form at the hotspots on
the GPU surface. This liquid-vapor phase change absorbs a substan-
tial amount of heat. This is the reason why a (two-phase) immersion
cooling system has a greater heat dissipation capacity. Finally, bub-
bles will impact a condense water pipe, which brings the heat to
ambient environment and the bubbles vanish to liquid forms. During
this process, the fraction of bubbles is dynamic and it is an important
feature on the heat dissipation capacity.

3 HotGPU Data Generation
HotGPU links AI workload execution with immersion-cooling be-
haviors by converting measured GPU power traces [18] into heat
sources, simulating boiling-aware heat dissipation, and correcting
GPU-specific thermal bias. We first introduce the overall generation
pipeline and then describe the core modules. Finally, we summarize
dataset features, including temperature evolution, hotspot behavior,
bubble dynamics, and multi-GPU thermal interactions.

3.1 Simulation Overview
The overview of HotGPU’s dataset generation pipeline is in Fig. 2.
The pipeline contains three main modules: CFD Grid Construction,
Thermal Process Simulation, and Thermal Bias Correction.

First, CFD Grid Construction constructs a grid structure given a 3D
geometric environment of an immersion cooling tank with GPUs.
It generates the cells with the resolutions to capture bubbles, with a
size of 0.5mm in their generation to 50mm in their vanishing. We
thus generate a grid structure with multiple resolutions.

Second, Thermal Process Simulation generates the thermal profiles
in each cell of the grid. This is an iterative procedure. For each cell at
each time step, the simulation consists of five modules: (1) the heat



source simulation converts the traces containing the characteristics
of AI workloads and GPU types to heat source representation; (2) the
stage classi�er identi�es one of the two heat-transfer physical mech-
anisms of immersion cooling systems; (3) the natural convection
stage simulation through physics equations, e.g., mass, momentum,
and energy, (4) the nucleate boiling stage simulation, also through
physics equations; and (5) the simulation solver updates the nec-
essary physics �elds, which will become the inputs for the next
iteration.

Finally, Thermal Bias Correction compensates for a systematic
deviation caused by simpli�ed GPU modeling.

3.2 CFD Grid Construction
The goal is to construct a grid structure given a 3D geometric envi-
ronment of an immersion cooling tank. We con�gure three types
of objects in this environment, the tank, a number of GPUs, and
the condensed pipe. We con�gure their shape, e.g., length, width,
height. One decision is to �nd the appropriate resolutions of the
cells of the grid. We need to capture the bubbles. Thus, the cells
should be smaller than the bubbles. The bubbles are generated on
the GPUs and they vanish on the condensed pipes at the periphery
of the 3D environment. Their sizes evolve from 0.5mm2 when gen-
erated to 50mm2 when vanished. In our setting we choose multiple
resolutions, 0.5mm as the length of the cells around GPUs (a cell
will be 0.25mm2, allowing two to three cells to capture the bubble
activities) and 15mm as the length of the cells at the periphery of the
3D environment. We then leave it to state-of-the-art software (e.g.,
Ansys) to generate the grid structure [3]. The software will make
slight adjustment (the cells at the GPUs are adjusted to 0.43mm) so
as to construct the grid with minimum orthogonal quality [6], i.e.,
to maximize the number of 90� angles for the cells.

3.3 Thermal Process Simulation
The thermal process simulation is to update the transient thermal
pro�les (e.g., temperature, bubble fractions, etc.) in each cell. The
thermal evolution is computed in an iterative manner for the cells,
where the temperature, heat �ux, and phase information are updated
sequentially over time steps. In what follows, we present, in each
time step, how the thermal pro�le of a cell is updated.
Heat Source Simulation. The objective of this module is to con-
struct the (volumetric) heat �ux of a GPU in a transient and kernel-
aware heat source of a speci�c GPU type. The heat �ux is de�ned
as the rate of heat transfer per unit volume. Speci�cally, we observe
that the most easily available traces are the power traces. Thus, given
the power traces% ¹Cºand the GPU type, our simulation generates
a time-series of the heat �ux of this GPU @000:

@000= % ¹Cº•+die• (1)

where +die is the volume of the GPU die.
We also develop a pro�ler to approximate a time-series of kernel

functions along-side the heat �ux. This can approximate the heat
�ux generated at the kernel function level instead of AI model level,
which provides �ner granularity. We have two steps (1) to map the
execution of an AI model to a time-series of execution of kernel
functions and (2) to map the kernel functions into power. The �rst
step can be done by existing AI workload pro�lers. For example,

Pytorch Pro�ler [40], TensorFlow Pro�ler [1], etc., can follow an AI
model structure to generate the kernel functions, e.g., GEMM, or
ReLU, in execution. For the second step, we develop a hand-crafted
approximation between the kernel functions and their power trace,
and we use the �rst step for calibration.
Stage Classi�er. The stage classi�er enables dynamic regime-aware
thermal simulation by identifying the current heat-transfer mecha-
nism during runtime. This is a threshold classi�cation according to
di�erent types of coolant. For example, for coolant Noah-2100A, if
the temperature is greater than 47� C, it is dominated by nucleate
boiling; otherwise, it is dominated by natural convection.
Natural Convection Simulation. This module has the physical
equations of natural convection stage. We avoid explaining these
equations as they are complex and well-known equations on mass,
momentum, and energy [4]. We only present one parameter of
natural convection, the Rayleigh number'0 , which describes the
strength of natural convection:

'0 = 6V¹) B � ) ; º! 3
2•¹aUº• (2)

where6, V, ) B, ) ; , ! 2, a, andU denote the gravitational accelera-
tion, thermal expansion coe�cient, GPU surface temperature, liquid
temperature, characteristic length, kinematic viscosity, and thermal
di�usivity, respectively [8, 9].

The input of this module is an initial/previous �eld (the temper-
ature �eld, velocity �eld, thermal �eld, etc), and this module will
generate the heat �ux by physics equations (through state-of-the-art
software (e.g., Ansys), calibrating parameters such as those for'0 ).
As said, this process will continue iteratively.
Nucleate Boiling Simulation. Similarly, this module has the equa-
tions for the nucleate boiling stage. This is also a complex physics
process. Once boiling occurs, vapor bubbles form on the heated GPU
die surface, and wall heat transfer shifts from single-phase convec-
tion to boiling heat transfer. The total wall heat �ux is partitioned
into convective, quenching, and evaporative components [27, 29].
A major equation is the total amount of heat transferred from the
solid heated wall to the surrounding �uid, @00

F :

@00
F = @00

2 ¸ @00
@¸ @00

4 • (3)

where@00
2 ,@00

@, and@00
4 are the convective, quenching, and evaporative

heat �uxes, respectively.
Simulation Solver. The simulation solver takes the transient heat
source and the updated stage-dependent parameters from the afore-
mentioned modules as inputs. It then updates the cell-centered
solution �elds, including the temperature, velocity, pressure, and
phase-fraction �elds, by solving the discretized governing equations
over the computational cells [30, 32].

3.4 Thermal Bias Correction
Due to model simpli�cations and the incomplete availability of
material thermophysical properties, the CFD simulations tend to
underpredict the actual GPU die temperature. To compensate for this
discrepancy, an empirical GPU-speci�c temperature bias correction
is introduced. The corrected temperature is de�ned as

) ¹6º
corr¹Cº = )¹6º

CFD¹Cº ¸ � 6• (4)



where) ¹6º
corr¹Cºand) ¹6º

CFD¹Cºdenote the corrected and raw CFD-predicted
temperatures of GPU type6, respectively, and� 6 is a constant bias
term. To account for GPU-dependent di�erences ,� 6 is modeled as
a function of the normalized peak power, normalized peak heat �ux,
and CUDA compute capability:

� 6 = U0 ¸ U 1
%peak•6

%TDP•6
¸ U 2

%peak•6•� die•6

%peak•� die

¸ U 3� �
6• (5)

Here,%peak•6, %TDP•6, � die•6, and� �
6 represent the peak workload

power, thermal design power, die area, and CUDA compute capa-
bility of GPU6, respectively. The coe�cientsU0� U3 are empirical
calibration parameters. After correction, the temperature trace is
aligned with kernel labels, GPU power, and wall-averaged vapor
volume fraction along a uni�ed time axis to construct HotGPU.

3.5 HotGPU Dataset Features
HotGPU provides two-phase immersion-cooled GPU thermal pro-
�les. It has GPU types, coolant types, and power dynamics, which
are the input data; it approximates the types of the kernel functions,
and it exposes four key features:
� GPU Temperature is provided by HotGPU across diverse GPUs
and coolants, enabling �ne-grained characterization of thermal be-
haviors during heating, steady, and cooling periods. They support
the study of GPU thermal dynamics.
� GPU Peak Temperature is to characterize the localized thermal
concentration regions on GPUs. Unlike average GPU temperature,
these observations capture spatial thermal heterogeneity and lo-
calized overheating, which are critical to thermal throttling and
hardware reliability.
� Bubble Dynamic Fraction is to characterize the unique cooling
behaviors in two-phase immersion, re�ecting local vapor-liquid
phase distributions around GPUs and enabling investigation of the
dynamics of heat dissipation capacity.
� Multi-GPU Thermal Interaction Temperature is to charac-
terize the GPU temperature under a neighboring GPU with di�erent
spatial deployment distances. This feature allows the examination
of spatial thermal dependencies and collective thermal behaviors in
multi-GPU environments.

4 HotGPU Data Validation

4.1 Validation Setup
Experimental Platform: To validate the �delity of HotGPU in
capturing GPU thermal evolution from workloads to temperature
dynamics, we collect real-world thermal traces from a two-phase
immersion cooling testbed. The measurement platform consists of
a single GPU immersed in a two-phase cooling tank �lled with the
selected coolant. Our evaluation uses three GPU-coolant setups:
RTX 3090 + Novec-7100 (S1) [13], RTX 2060S with Novec-7100 (S2),
and RTX 2060S with Noah-2100A (S3) [25].
Metrics: We validate HotGPU by comparing its simulated thermal
pro�le against measured thermal traces. We adopt two complemen-
tary metrics: 1.) Root Mean Square Error (RMSE) for quantify the
deviation between simulated and measured temperature evolutions;

(a) Avg. RMSE. (b) Peak RMSE. (c) Consistency.

Fig. 3. Validation results across GPU�coolant cases.

2.) thermal transition consistency for whether HotGPU correctly cap-
tures turning points where the temperature shifts from increasing
to decreasing, or vice versa.
Workload Traces: During validation, we select the most repre-
sentative kernels, including GEMM, Attention, and LayerNorm, to
cover diverse computation and thermal patterns in AI workloads.

4.2 Validation Results
Validation on Average Temperature Accuracy. Fig. 3 summa-
rizes the validation results across three GPU�coolant cases. As
shown in Fig. 3a, HotGPU achieves average RMSE values of 1.89� C,
1.72� C, and 1.47� C for S1, S2, and S3, respectively. These results
indicate that HotGPU can reproduce the overall GPU temperature
evolution with low average error.
Validation on Peak Temperature Accuracy. HotGPU maintains
low peak-temperature errors across all evaluated cases. In Fig. 3b,
the peak RMSE values are 1.92� C, 1.79� C, and 1.64� C for the three
cases, respectively. This demonstrates that HotGPU can preserve
the high-temperature response of the GPU, which is important for
thermal-risk analysis and hotspot-aware scheduling [47].
Validation on Workload Dynamics and Cooling Behavior. The
consistency results further evaluate if HotGPU preserves transient
thermal dynamics. In Fig. 3c, HotGPU achieves consistency values
of 82.67%, 80.36%, and 90.06% for S1, S2, and S3, respectively. These
results indicate that HotGPU can capture the thermal patterns in-
duced by workload dynamics and coolant boiling behavior, rather
than only matching the average temperature level.
Ablation Study. To evaluate the e�ect of bias correction, we com-
pare HotGPU with HotGPU-raw by removing the thermal bias cor-
rection step. Table 1 shows that the average RMSE of HotGPU-raw
increases to 4.98� C, 5.63� C, and 3.38� C, while the peak RMSE
increases to 7.47� C, 8.80� C, and 6.23� C for the three cases, re-
spectively. These results show that raw CFD outputs contain larger
systematic errors, and bias correction is necessary for reliable Hot-
GPU dataset construction.

Table 1. Thermal bias correction across validation setups.

Setup GPU Coolant Avg. RMSE Peak RMSE
Bias No Bias Bias No Bias

S1 RTX 3090 Novec-7100 1.89 4.98 1.92 7.47
S2 RTX 2060S Novec-7100 1.72 3.38 1.79 6.23
S3 RTX 2060S Noah-2100A 1.47 5.63 1.64 8.80

4.3 Validation Scope and Limitation
GPU heat-source modeling scope. HotGPU models the dominant
GPU heat-generation paths, including the die board and PCB, and
represents secondary sources such as memory through an aggregate
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